4” Capacitor Tube (bottom end)
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4” Capacitor Tube (top end)







Parts specifications for 4” Capacitor Tube

PVC Schedule 80 pipe, white, 4” 5ft length, 1 required

4" nominal            4.5          3.786        0.337           

http://www.usplastic.com/catalog/item.aspx?itemid=38265&catid=727 

PVC Schedule 80 end cap, slip, white  (domed), 2 required

4” nominal            2.25” inset x 3.31 length

http://www.charlottepipe.com/Documents/DimensionalCatalogs/Pressure_Pipe_Fittings.pdf  (page 18)

Baoding ball with hole threaded ¼-28 NF, 1 required 

¼ inch x 1 ft rod, threaded on one end ¼-28 NF, 1 required

aluminum flashing, 2ft x 25 ft, 1 roll required; 

(3.14x 4.5+ 3.14 x 3.78) /12  = 2.2 ft;   2.2 x 2 = 4.4 ft

approx. 4.4 ft of 2 ft wide flashing required per tube

metal sphere, 4” OD
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Reducing Tee, Schedule 80  http://www.charlottepipe.com/Documents/DimensionalCatalogs/Pressure_Pipe_Fittings.pdf



foil terminates 4” from end 





PVC pipe, Schedule 80, white, 4” nominal (4.5” O.D., 3.786” I.D.,  0.337 wall) x 5 ft. 
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foil terminates 4” from end 





PVC pipe, Schedule 80, white, 4” nominal (4.5” O.D., 3.786” I.D.,  0.337 wall) x 5 ft. 








